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(b) If technical problems are ad-
dressed by an agreement or operating 
agreement between the licensees that 
would result in a reduction of quality 
or capacity of either system, the li-
censees must notify the Commission by 
updating FCC Form 601. 

[59 FR 59507, Nov. 17, 1994, as amended at 63 
FR 68951, Dec. 14, 1998] 

§ 22.909 Cellular markets. 
Cellular Market Areas (CMAs) are 

standard geographic areas used by the 
FCC for administrative convenience in 
the licensing of Cellular systems. 
CMAs comprise Metropolitan Statis-
tical Areas (MSAs) and Rural Service 
Areas (RSAs). All CMAs and the coun-
ties they comprise are listed in: ‘‘Com-
mon Carrier Public Mobile Services In-
formation, Cellular MSA/RSA Markets 
and Counties,’’ Public Notice, Rep. No. 
CL–92–40, 7 FCC Rcd 742 (1992). 

(a) MSAs. Metropolitan Statistical 
Areas are 306 areas, including New Eng-
land County Metropolitan Areas and 
the Gulf of Mexico Service Area (water 
area of the Gulf of Mexico, border is 
the coastline), defined by the Office of 
Management and Budget, as modified 
by the FCC. 

(b) RSAs. Rural Service Areas are 428 
areas, other than MSAs, established by 
the FCC. 

[59 FR 59507, Nov. 17, 1994, as amended at 79 
FR 72151, Dec. 5, 2014] 

§ 22.911 Cellular geographic service 
area. 

The Cellular Geographic Service 
Area (CGSA) of a cellular system is the 
geographic area considered by the FCC 
to be served by the cellular system. 
The CGSA is the area within which cel-
lular systems are entitled to protection 
and within which adverse effects for 
the purpose of determining whether a 
petitioner has standing are recognized. 

(a) CGSA determination. The CGSA is 
the composite of the service areas of 
all of the cells in the system, excluding 
any Unserved Area (even if it is served 
on a secondary basis) or area within 
the CGSA of another Cellular system. 
The service area of a cell is the area 
within its service area boundary (SAB). 
The distance to the SAB is calculated 
as a function of effective radiated 

power (ERP) and antenna center of ra-
diation height above average terrain 
(HAAT), height above sea level (HASL), 
or height above mean sea level 
(HAMSL). 

(1) Except as provided in paragraphs 
(a)(2) and (b) of this section, the dis-
tance from a cell transmitting antenna 
to its SAB along each cardinal radial is 
calculated as follows: 

d = 2.531 × h0.34 × p0.17 

where: 

d is the radial distance in kilometers 
h is the radial antenna HAAT in meters 
p is the radial ERP in Watts 

(2) The distance from a cell transmit-
ting antenna located in the Gulf of 
Mexico Service Area (GMSA) to its 
SAB along each cardinal radial is cal-
culated as follows: 

d = 6.895 × h0.30 × p0.15 
Where: 

d is the radial distance in kilometers 
h is the radial antenna HAAT in meters 
p is the radial ERP in Watts 

(3) The value used for h in the for-
mula in paragraph (a)(2) of this section 
must not be less than 8 meters (26 feet) 
HASL (or HAMSL, as appropriate for 
the support structure). The value used 
for h in the formula in paragraph (a)(1) 
of this section must not be less than 30 
meters (98 feet) HAAT, except that for 
unserved area applications proposing a 
cell with an ERP not exceeding 10 
Watts, the value for h used in the for-
mula in paragraph (a)(1) of this section 
to determine the service area boundary 
for that cell may be less than 30 meters 
(98 feet) HAAT, but not less than 3 me-
ters (10 feet) HAAT. 

(4) The value used for p in the for-
mulas in paragraphs (a)(1) and (a)(2) of 
this section must not be less than 0.1 
Watt or 27 dB less than (1/500 of) the 
maximum ERP in any direction, 
whichever is more. 

(5) Whenever use of the formula in 
paragraph (a)(1) of this section pursu-
ant to the exception contained in para-
graph (a)(3) of this section results in a 
calculated distance that is less than 5.4 
kilometers (3.4 miles), the radial dis-
tance to the service area boundary is 
deemed to be 5.4 kilometers (3.4 miles). 
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